
Deutsch

Page XX

Page XX

LH600

PANTONE 431C
C 45 M27 Y17 K51

PANTONE 297C
C 51 M0 Y1 K0



 1

CONTENTS 1 
 
INTRODUCTION 2 
Unpacking the LH600 3 
 
DESCRIPTION 4 
 
INSTALLATION 7 
Setting Up 7 
Wall Mounting 8 
 
USING THE LH600 10 
Turn the LH600 On/Off 10 
Volume Control 10 
Tone Control 10 
Telephone Use 10 
Microphone SENSE Switch 10 
Line Input Selector 11 
Microphone Input Selector 11 
 
TROUBLESHOOTING 12 
 
SAFETY INFORMATION 13 
 
GUARANTEE 14 
 
RECYCLING DIRECTIVES 16 
 
 
 
 
 
 
 

CONTENTS 



 2

Congratulations on purchasing your GeemarcTM LH600.  This is a portable 
induction loop system that is suitable for the home.  It is easy to setup and 
use and fits into any home environment with its sleek and inconspicuous 
design.  The sound quality of the LH600 is unparalleled and will bring great 
pleasure during its everyday use. 
  
This induction loop system allows a hearing aid user to listen to the TV, radio, 
CD,ipod, telephone or any other audio device directly into the their hearing 
aid via the telecoil ‘T’ setting.  This means you can listen to one single audio 
device with no other background noise interfering.  Also, the volume can be 
adjusted without affecting anyone else.   
 
The system simply picks up sound from the audio device.  This is done via a 
microphone or a connection between the audio device and the amplifier.  
The sound is fed into the amplifier.  The amplifier passes the sound into the 
loop cable (setup around the listening area).  This loop transmits the sound 
to the hearing aid set to the ‘T’ position. 
 
 
 
 

                                
 
Its is important that you read the instructions below in order to use your 
GeemarcTM LH600 to its full potential.  Keep this user guide in a safe place 
for future reference. 
 

 
 
 
 
 
 
 
 
 
 

Note: users of digital hearing aids must make sure their aids have 
been programmed for use with the ‘T’ setting. 
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Unpacking the  LH600 
When unpacking the LH600 you should find the following in the box: 

• 1 LH600 Amplifier Unit 
• 1 Power adaptor/charging Unit.   
• 1 Telephone line cord 
• 1 Telephone adaptor 
• 1 External microphone with 3m extension lead and lapel clip  
• 1 3.5mm stereo jack to RCA convertor 
• 1 2m audio cable with 3.5mm stereo plug  
• 1 SCART to RCA jack adaptor 
• 1 Loop Cable 
• 100 cable clips for the wall 
• 1 Wall Mount 
• 1 User Guide 
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General Description 

Top View 
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Setting Up 

Connect Amplifier to the Sound Source 
Place the amplifier near the sound source and connect the audio leads 
between the sound source and the amplifier.  This direct connection method 
with leads gives the best results. 
 
TV Connection: 
 
For a TV with SCART connector audio output:  connect the SCART 
adaptor to the TV set; connect the RCA jack on the SCART adaptor using 
the RCA convertor cable; connect the 3.5mm stereo cable to the RCA 
convertor cable; connect the other end of the 3.5mm stereo cable to the unit 

stereo jack of LINE 1 . 
 

For a TV with RCA connector audio output: connect the RCA convertor 
cable to the TV set; connect the 3.5mm stereo cable to the RCA convertor 
cable; connect the other end of the 3.5mm stereo cable to the unit stereo 

jack of LINE 1 . 
 

For a TV with 3.5mm stereo jack audio output: connect the 3.5mm stereo 
cable to the TV set; connect the other end of the 3.5mm stereo cable to the 

unit stereo jack of LINE1 .  
 
 
If you have another audio device you wish to connect, use the stereo jack of 

LINE2 .   You will have to purchase the extra audio leads. 
 
 
You can test the connection between Line 1 and the loop by pushing the 
LINE1 button .  The indicator  will light red to confirm.  The same can 
be done to test the connection between Line 2 and the loop.  Simply press 
the LINE2 button and the LINE 2 LED will light up red to confirm the 
connection. 
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Telephone Connection: 

Plug the supplied telephone cord into the TEL jack .  The other end of 
the cord should be connected to a telephone convertor adaptor.  Push the 
plug of the telephone convertor into the telephone wall socket.  
 
Connect the Loop Wire 
The unit comes with a 38 meters loop wire.  Place the wire on the floor 
following the wall edges so that the wire runs around the whole room, 
starting and ending at the amplifier.  Either tuck the wire under the carpet or 
fix to the skirting board or wall using the clips provided.   Place the loop wire 
in the nail clip and hammer the nail clip to the wall in order to fix the loop wire 
position.  Have a space of 20cm between each nail clip.  Any excess loop 
wire can either be cut or tied up.  The minimum length of loop wire is 

10meters.  Insert the two ends of the wire into speaker clip terminals  
of the unit.  Ensure that only bare wire and not the plastic insulation is 
inserted. 
 
Connect the Power Supply 

Connect the plug of the supplied power adaptor into the DC jack .  Plug 
the other end of AC power adaptor into the mains wall socket.   

Wall Mounting 
To wall mount the LH600, drill two holes and insert two screws 40mm apart.  
Leave about 5 mm of the screw projecting from the wall,.  Guide the wall 
mounting apertures of the wall mount over the screws and slide the wall 
mount downwards. 
 
Clip the LH600 unit onto the wall mount using the wall mount hanger found 
on the base of the unit. 
 
Caution: Ensure there are no electrical lines, water pipes etc. in the wall 
where the holes are drilled 
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Connect the Microphone 
If for some reason a direct connection is not possible a microphone can be 
used to pick up the sound source.  Or, a microphone can be used 
simultaneously with line input to pick up background noise e.g. the doorbell.  
A microphone can also be used for someone to speak directly into the loop 
system whilst the hearing aid user is listening to a sound source. 
 
Connect the external microphone wire provided into the 2.5mm stereo jack, 

marked MIC1  on the unit.  Push the button MIC1  to turn on the 

microphone, the indicator will light red  . 
 
If you want to use a second microphone, use the 2.5mm stereo jack, marked 

MIC2  on the unit.  Push the button MIC2   to turn on the second 

microphone and the indicator will light red  .    
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Turn the LH600 On/Off 
To turn the unit on, turn the rotary volume control clockwise.  The rotary 
volume is located at the corner position of the unit.   The power LED will turn 

GREEN  to indicate the power is on.  To turn the unit off, turn the rotary 
volume control fully counter-clockwise.  The power LED goes off to indicate 
the unit power is off. 

Volume Control 
The rotary volume control adjusts the volume received by the hearing aid.  
Turn fully clockwise for the maximum volume.  The power LED will glow red 
if the signal output is high enough.  This power LED indicates that a strong 
signal is being transmitted around the loop cable.   

Tone Control 
Turn the tone control clockwise for treble tone control.  Turn the tone control 
counter-clockwise for bass tone control 

Telephone Use 
When an incoming call is received, the ring signal will be added to the loop 
output and a ringing sound will be heard.  The audio and microphone input 
will be muted for 10 seconds.  The audio source will resume automatically 
after 10 seconds. 

Microphone SENSE Switch 
You can select the SENSE switch to select the microphone gain.  If you 

press the SENSE switch , the red LED will glow red  and the 
microphone sensitivity is normal.  If you want to concentrate on the other 
sound sources, press the SENSE switch so that the microphone sense LED 

is off . The microphone input will be stopped   
 
The microphone sensitivity switch is useful if the room is noisy as the 
background noise will appear to be reduced.   

Line Input Selector 
The line selection switches allow you to fick between two different sound 
sources e.g. television and iPod without having to change leads.  Select  
LINE1 or LINE2 depending on which audio device you require.   
Please note:  You cannot select both Lines. 

USING THE LH600 
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Microphone Input Selector 
The microphone selection switches allow you to fick between two different 
microphone sources..  Select MIC1 or MIC2 depending on which source you 
require.  Alternatively, you can use both input sources at the same time, 
simply press both MIC1 and MIC2. 
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TheLH600 is producing no sound 
• Check all connections are secure  (microphone, audio sources, loop 

cable, power cable) 
• Ensure the LH600 is turned on (check the Power LED is on) 
• Ensure hearing aid is switched to ‘T’ 
 

The sound produced is very quiet 
• Turn the audio device volume higher 
• Turn the LH600 volume higher 
• Move the microphone closer to the sound source 
• Check the loop cable is wired correctly 

 
The sound produced is very loud 

• Turn the audio device volume lower 
• Turn the LH600 volume lower 
• Move the microphone away from the sound source 

 
There is a buzz in the background 

• Turn the LH600 off.  If the buzz persists, this is interference from 
other electrical items. However, if the buzz disappears on turning the 
LH600 off there might be a fault with the system.  Contact Geemarc 
at the address below. 

 
UK: 5 Swallow Court Swallowfields Welwyn Garden City Hertfordshire AL7 
1SB. 
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General 
Do not open the unit. Contact the helpline for all repairs. 

Cleaning 
Clean the LH600 with a soft cloth. Never use polish or cleaning agents - they 
could damage the finish or the electronics inside. 

Environmental 
Do not expose to direct sunlight. 
 
Always ensure there is a free flow of air over the surfaces of the LH600. 
 
Do not place any part of your product in water and do not use it in damp or 
humid conditions e.g. bathrooms. 
 
Do not expose your product to fire or other hazardous conditions.  
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From the moment your GeemarcTM product is purchased, GeemarcTM 
guarantee it for the period of one year. During this time, all repairs or 
replacements (at our discretion) are free of charge. Should you experience a 
problem then contact our help line or visit our website at www.geemarc.com.  
The guarantee does not cover accidents, negligence or breakages to any 
parts. The product must not be tampered with or taken apart by anyone who 
is not an authorised GeemarcTM representative. The GeemarcTM guarantee in 
no way limits your legal rights.  
 
IMPORTANT: YOUR RECEIPT IS PART OF YOUR GUARANTEE AND 
MUST BE RETAINED AND PRODUCED IN THE EVENT OF A WARRANTY 
CLAIM.  
 
 
 
 
 
 
DECLARATION: GeemarcTM Telecom SA hereby declares that this 
product is in compliance with the essential requirements and other 
relevant provisions of the Radio and Telecommunications Terminal 
Equipment Directive 1999/5/EEC and in particular article 3 section 1a, 
1b and section 2.  
 
 
The declaration of conformity may be consulted at www.geemarc.com 

 
 
 
 
 
 

 
 
 
 
 
 
 

 

Please note: The guarantee applies to  
the United Kingdom only 

GUARANTEE 



 15

Electrical connection: The apparatus is designed to operate from a 230V 
50Hz supply only. (Classified as ‘hazardous voltage’ according to EN60950 
standard).   
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The WEEE (Waste Electrical and Electronic Equipment) has been put in 
place for the products at the end of their useful life are recycled in the best 
way. 
When this product is finished with, please do not put it in your domestic 
waste bin. 
Please use one of the following disposal options: 
- Remove the batteries and deposit them in an appropriate WEEE skip.  
Deposit the product in an appropriate WEEE skip. 
- Or, hand the old product to the retailer. If you purchase a new one, they 
should accept it. 
Thus if you respect these instructions you ensure human health and 
environmental protection.         
         
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

For product support and help visit our website at www.geemarc.com 
Telephone 01707 384438 

Or fax 01707 832529 
 
 
 

 
 
 
 
 
 

RECYCLING DIRECTIVES 
 



UGLoopHear600_En_V.1.1

UK FRANCE GERMANY

5 Swallow Court
Swallowfields

Welwyn Garden City
Hertfordshire, AL7 1SB

For product support:
01707 384438

www.geemarc.com

Parc de l’Etoile 

2 rue Galilée BP20061 

59791 GRANDE SYNTHE CEDEX

TEL. SERVICE APRES VENTE:

03 28 58 75 99

www.geemarc.com www.geemarc.com

Siemensstrasse 10,
53121 Bonn

Germany
Tel: +49(0)228/ 74 87 09 0

Fax: +49(0)228/ 74 87 09 20


	UGLoopHEAR600_En_cover.pdf
	Page 1

	UGLoopHEAR600_En_back.pdf
	Page 1



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




